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Introduction

Series 700 gates are comprised of specialized water control equipment tailored for
specific applications. Whipps, Inc. can economically produce customized water control
equipment for both standard and non-standard applications. Our company offers shear gates
and mud valves with high performance and longevity. The mud valves and shear gates
manufactured by Whipps, Inc. are custom built using corrosion-resistant materials, meeting
the requirements of each specific application. Both mud valves and shear gates can be
operated using a T-wrench, allowing the water control equipment to operate manually. An
electric actuator can be provided should the application call for it. Contact the factory for
consultation.

-
Advantages

Performance: The use of compressible seals Field Replaceable Seals: If the seals were
provides superior leakage performance ever to become damaged, they are easily
compared to traditional cast iron water removable and replaceable. In contrast, the
control equipment with bronze seating bronze seating faces on traditional cast iron
faces. water control equipment cannot be

replaced in the field.
Design Flexibility: All series 700 gates are '
custom-built for each application, allowing
various mounting arrangements and a
nearly unlimited range of sizes.

Corrosion Resistance: Painting or recoating
stainless steel is not required to resist
corrosion in water and wastewater.
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Model 703 Shear Gate
]

%" DIA. ROUND BAR:

1" SCH. 10 PIPE 20" LONG

H
(INVERT TO
FLOOR)

GATE ILLUSTRATED: 7" (D) x 16" (H}
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Model 703 Features

1in
SLIDE PLATE 4 THICK

Im
NEOPRENE SEAL 14 ' THICK

DETAIL A
OPEN POSITION

UHMWPE WASHERS

Sn
BRONZE SPACER B THICK

5.5. WASHER

5
8" 5.5 BOLT

LIFT HANDLE S.S. SLIDE PLATE

5.5. S5LIDE PLATE

a2
8" NYLOC WASHER

2
8" 5.5 BOLT

5.5. WASHERS DETAIL B
DETAIL C PIVOT ASSEMBLY
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‘ ‘ D (DIAMETER
! " OF OPENING)

GATE ILLUSTRATED: 12" (D) x 60" (H)
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-
Model 706 Features

12" I.D. WITH 60° CHAMFER

in
19" 0.D. x4 ' THICK
MOUNTING PLATE

MUD VALVE BODY

2" SQUARE BRONZE
THRUST NUT

i An
12 8" DIA. x 4 THICK
TOP PLATE

7 1n
11 16" DIA. x4 THICK

13 THICK NEOPRENE SEAL BACK PLATE

MUD VALVE DOOR
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